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INTRODUCTION

VICTORY GAS ALARM COMPANY was founded in 1988. Our main objective in research & development
was to have highly advanced Semi — Conductor Technology for Safety & Security ltems.

As we committed ourselves for the field of Safety we are the First in India to have Patent for Gas Detectors
and have been serving Indian Railways, Defence, Petro Chemicals and other Industries

We also developed Electronic Moisture Meter based on Nano Technology, which is the most improvec
Technology in the World.

COMPANY HISTORY
1988 MARCH : Founded as VICTORY GAS ALARM COMPANY.

1989 NOVEMBER - Received Patent Certificate from the Government of India.

1991 NOVEMBER - VICTORY ‘AFX’ Automatic Fire Detection & ‘Extinguishing
System was approved by the Ministry of Railways.

1994 : Developed Breath Alcohol Detector.

1996 - Developed Intrinsically Safe Gas Detectors for Combustible
Gas and Vapour, tested by CMRI.

2000 - Developed Electronic Moisture Meter for Tea.
2003 FEBRUARY - Developed Moisture Meter for the Green Leaf.
2003 NOVEMBER - Developed Trace Moisture Analyser in Gas.
2005 - 1ISO 9001 - 2000 accredition obtained.




DESCRIPTION

1. Portable and Self contained.

2. audible Alarm and Visual indication for all the parameters.

3. Robust and rugged housing for industrial and commercial uses.

4, Built in rechargeable Power Pack to function during power failure.

5. Manual Override Provision.

6. Solid State Sensors are utilized for detection of smoke /heat.

7. Systems available to operate on 220 VA/C, 12VDC, 24 VDC, 110 VDC
8. Larger systems also available (please consult).

9. Vol. covered by one unit. 1500 cu.ft.

SPECIFICATION

Dimension 1615 % 395 x 180 mm

Weight of control panel : 14 Kgs.

Quantity of Gas 5 Kgs.

Alarm : Warbling 110 Db

Time Delay Before Extinction : 0-30 SEC. (Presetable)

Power Supply 1220 VAC (Standard)
:12VDC, 24 VDC (Optional)

APPLICATION

Computer Room : Laboratories

Telephone Exchanges : Record Rooms

MCC Rooms : Control Rooms

Godowns : Transformers

Generators : CNC Machines

A.CONVENTIONALTYPE =
B. ANALOG ADDRESSABLE TYPE
C. MICROPROCESSOR BASED

Victory Series fire alarm control are designed for use in premises
requiring automatic and manual fire detection.

DESCRIPTION

Victory Series fire alarm control are designed for automatic & manual
fire detection Alarm control panel has sounder circuits with total
evacuation switch.

SPECIFICATION

Input Voltage : 220V AC/50Hz

Auxillary Power : 24V DC (Battery)

Battery T12VTAHX 2

Power Consumption : Stand by 300 MA
Alarm 1.3 AMP

Alarm 195 AB AT 1 Mtr

Fuse Rating 1 1.5AMP

Cable 1.5 8Q. MM. 2 Core
Copper, Armoured

Lamp (Indicator) :LED’s

Optional : With auto dialer

APPLICATION

Bank, Hotels, Market Complex, High Rise Building Theatre, Factories,
Godowns, Warehouse, Shops, Railways, Ships, Diagnostic Cenlres,
Record Rooms.
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DESCRIPTION

Typical Installation

Victory fire detection & extinguishing system has been designed for
use where instant fire extinguishing is required. This is stand-alone
operation system. The system automatically detects the fire and

extinguishes it instantly.

The system is failproof and comprises of :
Control panel 2 zone with cross zoning facility.
Heat or Smoke detector x 2 nos.

Cylinder x 1 (45 kg)

2

3.

4, Frame & Activation device for Co2 Cylinder

5 Necessary discharge pipe and nozzles and hardware

SPECIFICATION

Input Voltage
Auxillary Power
Battery

Power Consumption

Alarm
Fuse Rating
Cable

Lamp
Gas
Activation Mechanism

Number of Cylinder
Available with

1220 VAC

: 24V DC (Battery)
112V 7AHx 2

: STAND BY 300 ma
:Alarm 1.3 AMP
:95dbat 1 Mir
:1.5AMP

:1.58Q. MM.C Core

Copper,
Armoured

:LED's
145 Kgs.
: Electro Mechanical

Device./ Solid State

: (Optional) 1-20

:FM 200

: FE2T

: Co2 (Carbon di Oxide)

INERGEN

Vo

VICTORY

|
FIRE

RESPONSE INDICATOR

FIRE SENSORS

1. lonisation Smoke Detector

2. Optical Smoke Detector

3. Heat Detector

4. Linear Heat Detector

5. CO (Carbon Monoxide) Detector
6. Beam Detector

7. Flame Detector

8. Makes : Apollo, System, Hochiki

EXTERNAL ALARM (HOOTER)
* Gives loud warbling type
alarm, 90 db-110db output.
* Self —oscillating amplifier circuit
* Low current consumption

MANUAL CALL POINT

* Heavy Duty Switch contacts.

* Hammer for breaking of glass.

* Powder coated.

* Built-in LED to show actuation of
the switch.

REMOTE INDICATOR

* Low power consumption
* Bright LED indication lamp.

STROBE LIGHT
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DESCRIPTION

(STATIONARY APPLICATION)

1. 205 Bargraph readout.

2. 205 M-Analog Meter readout.

SPECIFICATION

Gas detected : Combustible /Toxic (to be specified)

Detection Range 1 0-100% LEL(Lower Explosive Limit)/
0-1000 ppm(Toxic)

Power : 220 V AC 50/60 HZ 2 watts

Auxiliary DC Input : Optional (12V)

QOperating Temparature  : 0°C to 70°C

Warn/ Alarm Functions  : Audible Warn and Alarm Relays are
provided on each Model

Relay CONTACT rating  : 3 AMP @ 240 V AC (Resistive Load)

Warn/ Alarm Set Points  : User Selectable (10 — 100% LEL)

Humidity (Operating) : 5-95% (Non-condensing)

Dimension : 200 x 130 x 60 mm (approx)

Weight : 2 Kg. Appr.

Response time : 15 Sec. at 90% response

Principle : Catalytic combustion Method /
Electro Chemical Cell

Accuracy 1 11% of full scale

Sampling Method : — Automatic diffusion

APPLICATION

In use at Defence factories, Petrochemical Complexes, LPG
Stations, Railways, LPG Godowns, Industrial Kitchen, Bank Kitchen
ete.

DESCRIPTION

(STATIONARY APPLICATION)
Digital Readout

The Gas Detector Model VICTORY 205D is sturdy equipment housed
in a shock proof weather resistant enclosure for monitoring combustible
Gas and activate alarm circuit when the concentration exceeds
threshold limit. The instrument utilizes solid state platinum sensor for
detection of combustible gas. Remote Sensor can be mounted more
than 2000 Ft. from the main panel. It has relay output for operating
any electrical gadgets in the alarm condition.

SPECIFICATION

Gas detected : Combustible / Toxic
Detection Range :0-100% LEL/ PPM
Power 1220 V AC 50/60 HZ

Operating Temperature : 0°C to 70°C

Warn/ Alarm Functions : Alarm Relays are provided
Relay Contact Ratings : 3 AMP @ 220 AAC

Warn/ Alarm Set Points : User Selectable

Dimension 1200 x 130 x 80 mm (approx)
Response time : 15 Sec. at 90% response
Principle : Catalytic combustion

Electro Chemical Cell
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'GAS INDICATGRIDETECTOR
- wcmav 700 ( HAND HELD )

DESCRIPTION

When any combustible gas like L.P.G. petroleum vapour, Hydro Carbons,
Carbon Monoxide, spirit fumes in the air reach above a critical level,
the instrument will automatically operate to give you DIGITAL display
directly proportional to the concentration of the gas.

SPECIFICATION
House in an intrinsically safe enclosure & conforming to 1S-5780/1980

Power Source : 6 volt DC rechargeable batteries (Built in)
Battery Life : 5000 Charging cycles (approx)
Autonomy (One charge)  : 1400 readings of 10 secs each
Power Consumption : 250 mA.

Operation Temperature :10Cto 75°C

Operation Humidity 1510 95%

Operation Range :0.0 to 100% LEL

Instrument Carrying Case : Provided

Principle : Catalytic Combustion method
Sampling Method : Automatic Diffusion

Accuracy : 5% of full scale

Response Time - Within 15 sec at 90% response
Audio Alarm : Electronic Piezo Buzzer

GAS DETECTOR ( SINGLE CHANNEL )

GT-07

DESCRIPTION

Victory GT-07 Gas Detector is for LPG, Piped Gas, Town Gas, Natural
Gas, Coal Gas.We are sure you will find GT-07 a very user friendly
equipment which has been designed to give trouble free services for

a long time.

SPECIFICATION
Gas Detected

Detection Range

: Combustible explosive gases like LPG,

Methane, Town gas, Coal gas, Natural
gas.

: 0-100% LEL (Lower Explosive Limit)

Power (control panel)
Operating Temperature
Warn/Alarm Function
Relay Contact Ratings

Alarm Set Points

Humidity (Operating)

Dimension
Weight (panel)
Response Time
Principle
Sampling Method
Indication

APPLICATION

: 220V AC 50 HZ, 2 Watts

1 0°to 70°C

: Audible Alarm provided on each Model
: 3 AMP@240V AC (Resistive Load)

10% of LEL (LPG 2.2%=100% LEL)

: 510 95% (Non Condensing)

1 155X 80X 70

: 500 gm.

: 2 Sec. at 90% response

. Catalytic Combustion Method
: Automatic diffusion

: WAIT, READY, ALARM

LP Gas Banks, CNG Gas Banks, Restaurants, Hotels, Club, Industrial
kitchens, Office Kitchens, Laboratories, Defence factories, LPG Stations,
Pantry Cars, LPG Godown, LPG Room etc.
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IG A;. ELECTRONIC

S INDICATOR/DETECTOR
ICTORY 700 (HAND HELD)

DESCRIPTION

When any combustible gas like L.P.G. petroleum vapour, Hydro Carbons,
Carbon Monoxide, spirit fumes in the air reach above a critical level,

the instrument will automatically operate to give you DIGITAL display

directly proportional to the concentration of the gas.

SPECIFICATION
House in an intrinsically safe enclosure & conforming to 1S-5780/1980

Power Source - 6 volt DC rechargeable batteries (Built in)
Battery Life - 5000 Charging cycles (approx)
Autonomy (One charge) 1400 readings of 10 secs each

Power Consumption 1250 mA.

Operation Temperature ~ : 10°C o 75°C

Operation Humidity :5t095%

Operation Range :0.0to 100% LEL

Instrument Carrying Case  : Provided

Principle : Catalytic Combustion method
Sampling Method : Automatic Diffusion

Accuracy : 5% of full scale

Response Time - Within 15 sec at 90% response
Audio Alarm : Electronic Piezo Buzzer

GAS DETECTOR ( SINGLE CHANNEL )
GT-07

DESCRIPTION

Victory GT-07 Gas Detector is for LPG, Piped Gas, Town Gas, Natural
Gas, Coal Gas.We are sure you will find GT-07 a very user friendly
equipment which has been designed to give trouble free services for
along time.

SPECIFICATION
Gas Detected

: Combustible explosive gases like LPG,
Methane, Town gas, Coal gas, Natural
gas.

: 0-100% LEL (Lower Explosive Limit)

: 220V AC 50 HZ, 2 Watts

Detection Range
Power (control panel)

Operating Temperature ~ : 0°to 70°C

Warn/Alarm Function . Audible Alarm provided on each Model
Relay Contact Ratings : 3 AMP@240V AC (Resistive Load)
Alarm Set Points : 10% of LEL (LPG 2.2%=100% LEL)
Humidity (Operating) : 510 95% (Non Condensing)
Dimension : 155X 80X 70

Weight (panel) . 500 gm.

Response Time . 2 Sec. at 90% response

Principle : Catalytic Combustion Method

. Automatic diffusion
: WAIT, READY, ALARM

Sampling Method
Indication

APPLICATION

LP Gas Banks, CNG Gas Banks, Restaurants, Hotels, Club, Industrial
kitchens; Office Kitchens, Laboratories, Defence factories, LPG Stations,
Pantry Cars, LPG Godown, LPG Room etc.
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DESCRIPTION

Hand held gas Detector with meter/without meter.

SPECIFICATION
Measuring of

Size

Weight

Battery

Operating Temperature
Sampling

Display

Alarm

Indication

SPECIFICATIONS
Operating Temperature
Storage Temperature
Operating humidity

Measurement range
Measurement resolution
Accuracy

Warm up period

Battery

Auto power off

APPLICATION
Steel Plants

: Combustible gas (Hydro Carbon)
1 25mm x 65mm x 145mm (+ - 5%)
: 400 gms. (with rechargeable

batteries inbuilt) approx.

: Ni-Cd or 6v regulated external

Power Supply

:5°C 10 50°C
: Aspirator assembly
: Analog meter with 3 zone mark

for easy identification with Buzzer
for dial indication & Indicator light

: Provided (factory set) for gas

concentration in unacceptable level.

1 1) Low Battery

i) Wait, Ready and Alarm indication

FEATURES

* Super Large 3.5 Digit (1999 counts)

multifunction backlit LCD.
* Pocket size and easy to use.
* Fast sampling time.
* Max Hold and Data Hold.
* Auto power off.

* From 35PPM to 200 PPM. The beeper
sounds discontinuously with cancentration

of CO.

* Above 200 PPM. The beeper sounds
continuously with the concentration of CO.

:0Cto +50°
:-30°C to + 60°C
: 0-99% Relative Humidity (non-

condensing)

: 0'to 1000 PPM

1 PPM

1 5% to or £ 10 PPM

1< 2 seconds

: 9V, NEDA 1604A or equivalent
: Meter automatically shuts down

after 15 minutes of inactivity.

SVICTORY
GAS CONCENTRATION
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CHARGING WAIT ~ BEADY 'LOWBATT.

DESCRIPTION

Portable
Digital read-out/bargraph

The Portable Gas Detector Model ASP is a sturdy equipment for portable
application having water resistant enclosure for instant checking of the
minute leakage from Valves, Joints, Pinholes of combustible gases
such as Hydrogen, Butane, Propane, Benzene, LPG etc. for elimination
of explosion as well as for plugging the losses. The equipment is so
sensitive that it can even detect gases escaped from the underground
pipes automatically. It has a built-in aspirating pump which continuously
samples the air.

SPECIFICATION

Gas Detected : Combustible / Toxic
Detection Range :0-100% LEL/ PPM
Power : Internal 6VDC

Operating Temperature : 0°C to 70°C

Warn/ Alarm Set Points : User Selectable

Response time : < 1Sec.

Principle : Catalytic combustion
Electro Chemical Cell
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